PERMIT APPLICATION
400 S. OHIO AVE., MERCEDES, TEXAS 78570

(956) 565-3114 ext. 128

APPLICATION MUST BE COMPLETE
(Please type or print in black or blue ink)

hiercggqg

PLAN REVIEW:
Residential up to 10 business days.

Commercial up to 45 business days.

APPLICANT

PROJECT

OWNER/ CONTRACTOR PHONE ) -

ADDRESS DL/ ID#

CITY STATE ZIP CODE

CONTACT NAME: PHONE () -
[ JoOWNER [ ]CONTRACTOR [ JTENANT [ ]JOoTHER

NAME PHONE () -

ADDRESS DL/ ID#

CITY STATE ZIP CODE

PROPERTY INFO  STREET NO. STREET NAME

LOT BLOCK SUBDIVISION

EXISTING USE NEW IMPROVEMENT

OF LOT: USE: VALUE $

O newld abp[] RemopeLJRePAIRS [ DRIVEWAY [] Roor [ rence [ pemo [J move [ pooL [ sicn  [JBsus. LI

SQ. FT. ROOF
AREA

NO. OF PARKING

SPACES

SCOPE OF WORK TO BE DONE

NO. OF
FLOORS

BLDG. FLOOR ELEVATION
SQ. FT. ABOVE CURB

O An Asbestos Test Report is required prior to

permitting of a Repair or Remodel of a
Commercial Building.

* REINSPECTION FEE OF $35.00 WILL BE ASSESED IF INITIAL INSPECTION IS DENIED

FOR RESIDENTIAL NO. OF NO. OF NO. OF SQ. FT. SQ. FT.

USE ONLY UNIT BEDROOMS BATHRMS LIVING NON-LIVING
SPECIAL CONDITIONS

FOUNDATION EXT WALL ROOF O FIRE SPRINKLER SYSTEM

[J CONCRETE SLAB
[0 CONCRETE PIER

CJ MASONRY VENEER
O MASONRY SOLID

0 WOOD SHINGLE
CJ COMPOSITION

O] FIRE ALARM SYSTEM
&) CONDEMNED STRUCTURE

[0 CONCRETE BLOCK [0 METAL SIDING O METAL 0] FIRE WORK DISPLAY

0 CONCRETE BEAM J COMPOSITION O BUILD UP 0J BURN PERMIT

0 WOOD POSTS O wOoOD O O HEALTH INSPECTION $50.00

O CURB cUT O O RE-OCCUPANCY INSP. APP. FEE $50.00

|

FOR SIGN TYPE OF MIN. WIND HEIGHT [ ILLUMINATED

USE ONLY SIGN LOAD MPH O.A. FT.  [_] NON-ILLUMINATED




COMPANY NAME PHONE ( ) -

MASTER ELECTRICIAN - METER SERVICE/ UPGRADE
MASTER LICENSE # - TEMP. POLE
EXPIRATION DATE = WORKING CLEARANCE
SCOPE OF WORK = # OF CIRCUITS
COMPANY NAME PHONE ( ) -
S‘ MASTER MECHANICAL = # OF UNITS
<E( MASTER LICENSE # = A/C TONAGE
é EXPIRATION DATE - DUCT WORK
= SCOPE OF WORK PROJECT COST: $
COMPANY NAME PHONE ( ) -
MASTER PLUMBER - # OF FIXTURES
MASTER LICENSE # = SEWER TAP
EXPIRATION DATE & SEWER / WATER TAP
SCOPE OF WORK = GAS LINE REPAIR
- GAS TEST

The foregoing is a true and correct description of the improvement proposed by the undersigned applicant and the applicant
states that he will have full authority over construction of same. The building permit shall not be held to permit or be an
approval of the violation or modification of any provisions of City ordinances, codes, subdivision restrictions of State law or be a
waiver by the City of such violation. Alteration changes or deviations from the plans authorized by this permit is unlawful
without written authorization from the Building Inspection Department. The applicant herby agrees to comply with all City
ordinances, codes, subdivision, restrictions and State laws and assume all responsibility for such compliance. It is understood
that the improvements shall not be occupied until a Certificate of Occupancy has been issued. Every permit issued
shall become invalid unless the work authorized by such permit is commenced within six months after its issuance or if the
work authorized by such permit is suspended or abandoned for six months after the time of work is commenced. This permit
is good for six (6) months only. The Texas Department of Health requires that any public building be inspected for asbestos
before major repairs, remodeling or demolition can begin.

PRINT (OWNER) SIGNATURE
PRINT (CONTRACTOR) SIGNATURE
DATE
ZONING MAX OCCUPANCY LOAD
] sTOP WORK ORDER PLACED FIRE SPRINKLERS REQUIRED  [Jves [Ino
[J CITATION GIVEN [JapPrRoOVED [IDENIED

] DOUBLE PERMIT FEE

PLANNING DIRECTOR BUILDING OFFICIAL FIRE MARSHAL

COMMENTS:




SITE PLAN

NOTE: This square indicates your property lines. A site plan MUST BE submitted.
PROPERTY OWNER IS RESPONSIBLE FOR LOCATION OF ALLEYS AND EASEMENTS ON
SITE PLAN

l REAR

FRONT




CONSTRUCTION PROJECT SUBMITTAL CHECKLIST - EXHIBIT B

GUIDELINE REQUIREMENTS RES | NON-
RES.
1 Adopted codes are as follows: v
e 2012 International Residential Building Code
2 New residential construction applicants must submit two sets of architectural plans v
with the following:
e An energy conservation compliance report (ResCheck)
e An engineer designed structural plan for wind load resistance.
e As perthe 2012 IRC, design wind speed to be 100-110 mph.
3 All permits must be obtained prior to doing work, or you will be subject to a double v v
permit fee (1.R.C.105.1.)
4 Engineering is required on wood frame homes or on any walls over 8 feet high v v
5 Display address at all jobsite with a copy of the building permit attached on large o v
piece of plywood.
6 The plans and permit must be available on the job site at all times during construction | v v
7 Port -a -Can sanitation facility must be placed prior to the FIRST inspection at new v v
construction worksites (Sect.3305 2012 IBC)
8 Jobsite must be kept clean and measures taken to prevent loose construction trash or | v v
other dirt/ debris from blowing into public right -of -way or adjacent properties.
9 All driveways and/ or sidewalks extending into city right -of -way are required to be of | ¥ Y
concrete and use 6 wire mesh or #3 rebar 16” o.c. max, with an expansion joint at
property line.
10 | Provide corner bars around perimeter of beam on corner and all intersections. All v
exterior beams shall penetrate 12 inches into undisturbed soil. Stirrups start at each
corner, corner bars top and bottom around perimeter beam
11 | Foundation Elevation will be 18 inches above curb or center of the street whicheveris | v v
higher and foundations beams must go 12 inches into virgin soil.
12 | Foundation beams to be 12"x30 at exterior and 12"x24” at interior with 2-#5 bars top v v
and bottom within a #3 stirrup. Stirrups at 24” o.c. Slab steel to be #3 bar at 12” o.c.
or #6 wire ga., unless Engineer designed.
13 | Electricians, Plumbers and H.V.A.C. personnel must be licensed to pull permits. v v
14 | All plumbing work underground must be tested with a ten foot water column stack v v
applied to the main stack
15 | Metal stud guards are required on all vents and water lines as per code. v v
16 | All new residential buildings must install an appropriate backflow prevention device v
approved by the building official.
17 | All water heaters installed in garages shall be 18" above floor level (state regulations | v o
18 | All GFCI protected outlets (not actual GFCI outlets) shall be identified as such with v v
stickers.
19 | Type M Copper will not be allowed for plumbing on residential or commercial v !
buildings inside city limits.
20 | All metallic water lines are required to be bonded to the electrical panel. v v
21 | All plumbing walls must be 2x6 stud walls (checked at plan review -if 2x4 used needs | v v
to be furred out).
22 | 10 -3 electrical wire is required for dryers with a 4 -prong receptacle. i v




CONSTRUCTION PROJECT SUBMITTAL CHECKLIST - EXHIBIT B

GUIDELINE REQUIREMENTS RES | NON
RES

23 | Arch fault circuit breakers are required for all bedrooms to include closets lights and v v
switches.

24 | Water heater relief valves must be piped to the outside in metallic pipe (or CPVC hot v v
water or copper no less than 3/4 "). Note: the relief valve cannot be reduced smaller
than the diameter of the relief valve discharge thread size.

25 | Electric smoke detectors required in each bedroom and adjacent hallway (hardwired v v
with battery back up. Carbon dioxide alarms are required where there is an attached (FOR
garage, or fuel fired appliances are present APTS.)

26 | Means of egress: minimum 2' 8" x 5' 0" window is required in each bedroom or an v v
exterior door leading outside from such bedroom.

(See section 310.1.1 of the 2012 IRC)

27 | Windstorm requires HTT22 on all corners and double around garage doors. ( STDH v v
can be an alternative.)

28 | Hurricane ties must be used on all rafters.

29 | Anchor bolts must be 1/2" x 10", four feet on center v ¥

30 | Specialty ceilings in residential occupancies (i.e. Pan vault, box up, etc.) shall be
designed by a design professional for code compliance. Details shall be provided
with permit documents. (Per IRC section 802)

31 | The building envelope must be complied with in detail. All exterior plywood bracing v v
must be covered with insulated sheathing and taped on each sheet. All windows and
door frames must have window wrap and all holes must be taped or foamed at the
framing stage.

32 | Contractors must call for their appropriate inspection request. A minimum of 24 -hour | v v
advance notice is required. Required inspections are as follows:

a. T -Pole

b. Rough underground plumbing

c. Rebar and steel

d. Framing, building envelope, water lines and vents, electrical wiring, air conditioning
duct and all exterior electric boxes foamed along with all holes from inside out.
(DON'T INSTALL BRICK UNTIL INSPECTED)

e. Insulation (MUST HAVE FACING WITH THE R-VALUE)

f. Sewer Tap and yard line.

g. Final (All sub - contractors and the general must individually call in for final
inspection.)

33 | In preparation for scheduling your inspection, please have the following available: v v
a. Permit number
b. Contractor' s name and phone number
c. Project address, including floor number, suite number etc.

d. Type of inspection desired

34 | All re- inspections must be paid prior to calling in for final inspection. v v

35 | Washing machine and dryer connections required on each new home.

36 | Dryer vent needs to be metallic duct and must be vented to the outside v v




